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model which contains a number of summations and its value can be computed 
either with the help of a computer or by using the tables given in the article. We 
obtain in this note a MVUE of reliability through the approach of Roy and Mitt-a 
(1957) and give an easy expression for MVUE of the variance of the MVUE of the 
reliability without finding an expression for the variance itself. 
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Following suggestions in Kendall (1964) and Srinivasan (1976), the authors (1980) 
proposed a stochastic model for agriculture subjected to random hazards and evolved 
an unified approach through point processes for storage and reliability systems 
(1982). In this paper, more results are derived introducing the useful ramification, 
namely the buffers, envisaged to counteract an hazard manifestation. These butlers 
are assumed to be built-in and are recognised to be stochastic in nature. For such 
an hazard model (with built-in stochastic buffers), explicit results including the 
average time to failure (ATF) are derived. Known results in the literature, for 
example those in Gaver (1963), are recovered as special cases. 
Cost Analysis of a 2-Unit Standby Reliability System with Two Types 
of Repair Facilities 
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Roorkee-247 667, India 
This paper deals with a two unit warm standby system. These units are identical, 
but have different failure rates and repair time distributions when failed in operating 
or standby state. If a unit fails in the operating state, we wait for the repairman for 
some maximum time or until the other unit fails and if a unit fails in the standby 
state we wait for the repairman until the other unit fails. On the failure of the second 
unit or on the completion of maximum time, we call the repairman immediately at 
higher cost. 
The system has been analysed to determine the various reliability measures by 
using semi-Markov processes and regenerative processes. 
Reliability Estimation in Srress-Strength Model: A Bayesian Approach 
M. Pandey, and S.K. ‘Jpadhyay, Banaras Hindu University, Varrrnasi, India 
The paper provides a Bayesian approach to drawing inference about the reliability 
of a s;;lgle component stress-strength system which operates if iIs strength exceeds 
